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   Low Profile 
   Flush Mount Drum 
      CL-DM SERIES 
 

 
 

   

Application: 

 Provides general lighting solution for various applica-
tions. Ideal for use in closets, utility areas, hallways, 
bedrooms, offices and various residential and com-
mercial applications. 

Features: 

 Simple, functional and low profile design.  

 Drum design with softly contoured “stay white”, 
acrylic lenses.  

 Powder coated steel pans available in 11”, 14” and 
19” sizes.  

 Available in T9 Circle-Line, twin tube, or GU24 con-
figurations (Lamps Included).  

 Can be wall mounted. 

Electrical: 

 Standard instant start, flicker free electronic ballast 
wired for 120 VOLT 60HZ A.C. operation or Self-
Ballasted GU24 lamps.  

 Consult Factory for additional ballast options 

Listing: 

 UL and CUL listed in accordance to U.S. and Canadian 
safety standards. Suitable for damp locations.  

 Energy Star Qualified. 

 ADA and California Title 24 Compliant. 

Dimensions/Ordering Information 

 
Options: Add “EM7-CFL” for 750 Lumen Emergency Ballast (14” & 19” Models 
Only). Various CFL combinations available. Brand name ballasts are available 
upon request. Consult factory for additional options.  


