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Application: 

Provides general lighting solution for various applica-
tions. Ideal for use in closets, utility areas, hallways, 
bedrooms, offices and various residential and commer-
cial applications. 

Features: 

 Simple, functional and low profile design.  

 Features a clear acrylic diffuser, composed of 
evenly spaced pattern of prisms yielding a 
glare free diffused light.  

 Powder coated steel pans available in 4’ 
lengths.  

 Utilizes T12, T8 or T5 lamps in 2 Lamp configu-
rations. 

 Can be wall mounted. 

Electrical: 

 Standard instant start, flicker free electronic 
ballast wired for 120 VOLT 60HZ A.C. opera-
tion.  

 Options for multi-voltage 120-277V or 347V 
class P high power factor ballasts. 

Listings:  

 UL and CUL listed in accordance to U.S. and 
Canadian safety standards. Suitable for damp 
locations. Energy Star Qualified. California Title 
24 and ADA compliant. 

Dimensions/Ordering Information: 

  Flush Mount Wraparound Fixture 
 
           Economy Wrap Series 
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Options: 450 Lumen Emergency Ballast add “EM”, 700 Lumens add “EM7”, 1400 Lumens add “EM14”, 3000 Lu-
mens add “EM30”. Specify Voltage: 120V Leave Blank, 120-277V add “120/277” to model, 347V add “347” to 
model. For Modification for T5 lamps add “T5” to model number. “L515P” for 120V Locking Plug and 
Cord.“L715P” for 277V Locking Plug and Cord. “FW3” for 3 Wire Fixture Whip, “FW4” for 4 Wire Fixture Whip. 
Brand Name Lamps and Ballasts Available, See Premium Performance Options or Consult Factory.  
Example: CL-4860-T5-120/277-EM14 


