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               EXTRUDED VANITY 
    VL SERIES 

 
  Available in 2’, 3’ and 4’ Lengths 

   

hǇǘƛƻƴǎΥ прл [ǳƳŜƴ 9ƳŜǊƎŜƴŎȅ .ŀƭƭŀǎǘ ŀŘŘ ά9aέΣ тлл [ǳƳŜƴǎ ŀŘŘ ά9aтέΣ мплл [ǳƳŜƴǎ ŀŘŘ 
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model number. Brand Name Lamps and Ballasts available, see premium performance options 
or consult factory. 
Example: VL-48264-T5-120/277-EM14 

Application:  

Provides general lighting solution for over vanity applications, 
stairwells and corridors in residences as well as commercial and 
industrial buildings.  

Features:  

ü Simple, functional and low profile design.  

ü [ƛƴŜŀǊ ŎƻƴǘƻǳǊŜŘ άǎǘŀȅ ǿƘƛǘŜέΣ ƻǇŀƭ ŀŎǊȅƭƛŎ ƭŜƴǎŜǎΦ  

ü White enamel body steel pan with plastic end caps.  

ü End caps available in Bronze and Nickel Finish on Special 
Order 

ü !ǾŀƛƭŀōƭŜ ƛƴ нΩΣ оΩ ŀƴŘ пΩ ƭŜƴƎǘƘǎΦ  

ü Utilizes T12, T8 or T5 Lamps. 

Electrical:  

ü Standard instant start, flicker free electronic ballast wired 
for 120 VOLT 60HZ A.C. operation.  

ü Options for multi-voltage 120-277V or 347V class P high 
power factor ballasts. 

Listing:  

ü UL and CUL listed in accordance to U.S. and Canadian safety 
standards. Suitable for damp locations.  

ü пуέ aƻŘŜƭ 9ƴŜǊƎȅ {ǘŀǊ [ƛǎǘŜŘΦ  

ü Complies with ADA and California Title 24 standards.  

Dimensions:  

Ordering Information:  


