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    EnviroMax Parabolic Troffers 
            
              PAR SERIES 

 
 
  Available in 2’x2’ and 2’x4’ Lengths 
          2, 3 and 4 Lamp Configurations 
 

                       

Application:  

Provides a specification grade lighting solution for re-
cessed applications. A high performance recessed 2 x 4 
troffer for nominal 3" deep parabolic louvers. Ideal for 
all commercial, institutional and industrial buildings.  

Features:  

ü 5-3/4" deep standard 20- gauge cold rolled steel 
housing. Flanges attach to parabolic body with riv-
ets. Provided with four corner tie points for safety-
wire supports.  

ü Available in 23- gauge housing. Consult Factory. 

ü Ballast cover or reflector snaps into place; no tools 
required for ballast access. 

ü Semi Specular Silver louvers 

ü tƻǿŘŜǊ ŎƻŀǘŜŘ ǎǘŜŜƭ Ǉŀƴǎ ŀǾŀƛƭŀōƭŜ ƛƴ нΩ ŀƴŘ пΩ 
lengths, in 2, 3 and 4 lamp configurations.  

ü Utilizes T5 and T8 lamps in 2, 3 and 4 lamp combi-
nations.  

Electrical:  

ü Standard Multi-Voltage 120-277 high power factor 
ballasts. Total harmonic distortion (THD) is less 
than 10%. Rated Class P.  

ü Options for instant start, flicker free electronic 
ballast wired for 120 VOLT 60HZ A.C. operation or 
347V class P high power factor ballasts.  

Listing:  

ü UL and CUL listed in accordance to U.S. and Cana-
dian safety standards.  

ü California Title 24 compliant. N.Y.C Compliant. 

Dimensions:  

 

Example: (PAR-454-32-120/277-EM14) 

   PAR 

  Series # Of Lamps Options  Voltage 

Parabolic  
оέ [ƻǳǾŜǊǎ 

2-2 Lamps 
3-3 Lamps 
4-4 Lamps 

120 
120/277 

277 
347 
480 

EMς 450 Lumen Emergency Ballast 
EM7ς 700 Lumen Emergency Ballast 
EM14ς 1400 Lumen Emergency Ballast 
EM30- 3000 Lumen Emergency Ballast 
FW3ς 3 Wire Fixture Whip 
FW4– 4 Wire Fixture Whip 
LD120-Line Dimming Ballast 120V 
LD277- Line Dimming Ballast 277V 
LDMV- Line or 0-10V Dimming 120/277V 

OEM Brand Name Lamps and Ballasts Available , see Premium 
Performance Options. EM14 or Higher Required for 54W T5 
Lamps. 

Ordering Information:   

Lamp Type 

14-14W T5 (22-мκнέύ 
17-мт² ¢у όнпέύ 
24-24W T5 (22-мκнέύ 
28-ну² ¢р όпсέύ 
32-он² ¢у όпуέύ 
39BX-оф².ƛŀȄ όннέύ 
54-рп² ¢р όпсέύ 

   Cells 

8 
9 
12 
16 
18 
24 
32 


