
 

 

Application: 

Ideal replacement for conventional 400 watt metal halide sys-
tems while consuming half the energy and delivering comparable 
light when used one-for-one. Intended for use in commercial 
facilities in retail, manufacturing and warehousing. Performs at 
mounting heights from 15’-35’.  

Features: 

 Channel constructed of heavy-duty code gauge steel with 
high gloss baked enamel, pretreated for optimum rust resis-
tance. 

 Low profile design allows fixture placement near the 
ceiling for maximum space utilization. 

 Utilizes T8 and T5 lamps which maintain 95% of their 
original lumen output while providing superior color 
rendering in contrast to HID. 

 Miro IV reflectors allow up to 95% reflectance. 

 Suitable for suspension by chain, cable or hook.  

Electrical: 

 Thermally protected programmed start, high power 
factor electronic ballast wired for multi-voltage 120-
277V or 347V 60HZ A.C. operation.  

 UL Listed Class P, with “A” Sound Rating 

Listings:  

 UL and CUL listed in accordance to U.S. and Canadian safety 
standards. Suitable for damp locations.  

 California Title 24 Compliant. N.Y.C. Compliant. 

Dimensions:  
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T5 & T8 Premium EnviroBay 
 
PLHB-T5 & PLHB-T8 SERIES 

 48ó Nominal Length  
  Available with 4 or 6 lamps 

 

 

Example: (PLHB-454-T5-120/277-EM14) 

  PLHB 

  Series # Of Lamps/Wattage Options  Voltage 

PREMIUM  
LINEAR 
HIGH BAY 

432-T8– (4) 32W T8 Lamps 
632-T8– (6) 32W T8 Lamps 
454-T5– (4) 54W T5 Lamps 
654-T5– (6) 54W T5 Lamps 

120/277 
277 
347 
480 

EM– 450 Lumen Emergency Ballast 
EM7– 700 Lumen Emergency Ballast 
EM14– 1400 Lumen Emergency Ballast 
EM30– 3000 Lumen Emergency Ballast 
CL– Clear Acrylic Lens WGς Wireguard 
OS– Occupancy Sensor 
OSD– Occupancy Sensor Dual Relay 
L515P– Locking Cord & Plug (120V) 
L715P– Locking Cord & Plug (277V) 

OEM Brand Name Lamps and Ballasts Available , see Premium 
Performance Options. EM14 or Higher Required for 54W T5 
Lamps. 

Ordering Information:  


