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EnviroArch Recessed Center Direct/Indirect 
 

 RCDI Series 

   

Available in 2’ and 4’ Lengths  

    

Application: 

An elegant center basket recessed direct/indirect fluo-
rescent fixture. The RCDI series of fixtures provide soft, 
balanced illumination for a contemporary appearance 
and comfortable low glare light environment. The hous-
ing and lamp compartment are fully recessed above the 
ceiling plane, minimizing lamp exposure. The perfo-
rated baffle and curved reflector produce a combina-
tion of direct and indirect light, fully illuminating the 
fixture housing. 

Features: 

 Heavy Gauge Cold rolled steel housing.  

 Finish is high reflectance white powder coat finish 
White perforated metal basket with white opal 
acrylic diffuser inlay.  

 Utilizes 2’ and 4’ T5 and T8 lamps in 2 or 3 lamp 
configurations. 

Electrical: 

 Standard Multi-Voltage 120-277 high power factor 
ballasts. Total harmonic distortion (THD) is less 
than 10%. Rated Class P.  

 Options for instant start, flicker free electronic 
ballast wired for 120 VOLT 60HZ A.C. operation or 
347V class P high power factor ballasts.  

Listing: 

 UL and CUL listed in accordance to U.S. and Cana-
dian safety standards.  

 California Title 24 compliant. 

Dimensions: 

Example: (RCDI-RPD-354-32-120/277-EM14) 

   RCDI 

  Series # Of Lamps Options  Voltage 

Recessed 
Center 
Direct 
Indirect 

2-2 Lamps 
3-3 Lamps 

120 
120/277 

277 
347 

EM– 450 Lumen Emergency Ballast 
EM7– 700 Lumen Emergency Ballast 
EM14– 1400 Lumen Emergency Ballast 
EM30- 3000 Lumen Emergency Ballast 
FW3– 3 Wire Fixture Whip 
FW4– 4 Wire Fixture Whip 
LD120-Line Dimming Ballast 120V 
LD277- Line Dimming Ballast 277V 
LDMV- Line or 0-10V Dimming 120/277V 

OEM Brand Name Lamps and Ballasts Available , see Premium 
Performance Options. EM14 or Higher Required for 54W T5 
Lamps. 

Lamp Type 

14-14W T5 (22-1/2”) 
17-17W T8 (24”) 
24-24W T5 (22-1/2”) 
28-28W T5 (46”) 
32-32W T8 (48”) 
39BX-39WBiax (22”) 
54-54W T5 (46”) 

Ordering Information: 

RP-Radial Perforated  
RPD-Perforated Dropped 
RFA-Radial Frosted Acrylic 
WAB-White Aluminum Baffle 
SB-Semi Specular Baffle 

Shielding 


