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Application: 

Provides a low-profile specification grade lighting solution 
for recessed applications. Ideal for all commercial, institu-
tional and industrial buildings.  

Features: 

 Heavy Gauge Cold rolled steel housing.  

 Acrylic lens is held with a hinged steel door frame; and 
is held closed by two positive cam latches 

 Finish is high reflectance white powder coat finish 

 Wiring knockouts are provided on back and end of 
housing. 

 Utilizes 2’ and 4’ T5 and T8 lamps in 2, 3 or 4 lamp con-
figurations. 

Electrical: 

 Standard Multi-Voltage 120-277 high power factor bal-
lasts. Total harmonic distortion (THD) is less than 10%. 
Rated Class P.  

 Options for instant start, flicker free electronic ballast 
wired for 120 VOLT 60HZ A.C. operation or 347V class P 
high power factor ballasts.  

Listing: 

 UL and CUL listed in accordance to U.S. and Canadian 
safety standards.  

 California Title 24 compliant. 

Dimensions: 

 

General Purpose Troffers 
SL-TRF Series 

 

 
 

!ǾŀƛƭŀōƭŜ ƛƴ нΩȄнΩ ŀƴŘ нΩȄпΩ {ƛȊŜǎ 
2, 3 or 4 T5 or T8 Lamp Configurations 

 

Example:(SL-TRF-4-54-T5-120/277-EM14) 

SL-TRF 

  Series # Of Lamps Options  Voltage 
Specification 
Grade Troffer 

120 
120/277 

277 
347 
480 

OEM Brand Name Lamps and Ballasts Available , see Premium 
Performance Options. EM14 or Higher Required for 54W T5 
Lamps. 

Ordering Information:  

EM– 450 Lumen Emergency Ballast 
EM7– 700 Lumen Emergency Ballast 
EM14– 1400 Lumen Emergency Ballast 
EM30- 3000 Lumen Emergency Ballast 
FW3– 3 Wire Fixture Whip 
FW4ς 4 Wire Fixture Whip 
WG-Wireguard 
LVA-3/4” Aluminum Louvers  
LD120-Line Dimming Ballast 120V 
LD277- Line Dimming Ballast 277V 
LDMV- Line or 0-10V Dimming 120/277V 

Lamp Type 

2-2 Lamps 
3-3 Lamps 
4-4 Lamps 

14-14W T5 (22-1/2”) 
17-17W T8 (24”) 
24-24W T5 (22-1/2”) 
28-28W T5 (46”) 
32-32W T8 (48”) 
39BX-39WBiax (22”) 
54-54W T5 (46”) 


