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Application: 

Provides specification grade weatherproof lighting 
solution for outdoor applications. Suitable for resi-
dential, commercial or industrial use. Ideal for appli-
cations where dirt, dust, humidity, moisture and 
cold temperatures are present. 

Attributes: 

 Rugged light gray polycarbonate housing with 
continuous paired gasket for an airtight seal, 
keeping out moisture, dust and humidity.  

 Utilizes T5 and T8 lamps. 

 Impact resistant polycarbonate lens and snap 
fit polycarbonate latches provide airtight seal.  

Electrical: 

 Standard instant start, flicker free electronic 
ballast wired for 120 VOLT 60HZ A.C. operation.  

 Options for multi-voltage 120-277V or 347V 
class P high power factor ballasts.  

Listing: 

 UL and CUL listed in accordance to U.S. and 
Canadian safety standards. Suitable for damp 
locations.  

 4’ T8 Model Energy Star Qualified.  

 California Title 24 Compliant. 

Dimensions: 

 
 

 

 
 

 

     

 

Linear Weather-proof Fixture 
SL-WP SERIES 
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Example:(SL-48-2-64-WP-120/277-EM14) 

-WP 

# Of Lamps Options  Voltage 

    SL 

  Series 

T5 Mini 
Body 
Strips 

120 
120/277 

277 
347 
480 

OEM Brand Name Lamps and Ballasts Available , see Premium 
Performance Options. EM14 or Higher Required for 54W T5 
Lamps. 

Ordering Information:  

EM– 450 Lumen Emergency Ballast 
EM7– 700 Lumen Emergency Ballast 
EM14– 1400 Lumen Emergency Ballast 
EM30- 3000 Lumen Emergency Ballast 
FW3– 3 Wire Fixture Whip 
FW4ς 4 Wire Fixture Whip 

Lamp Type 

2-2 Lamps 56-(2)28W T5  
64-(2)32W T8  
108-(2)54W T5  

Length 

48-48” 


